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STRIKE300 Tech Specs 
 
Thermic Bath 
Working Range °C    [0; 185] 
Accuracy °C     +/- 2 
Resolution °C     0.1 
Set point     YES(1°C step) 
Type of control     PID 
Maximum oscillation during checkout °C  +/- 3 
Power resistor KW   1,2 
Over-temperature protection   YES 
Temperature Sensor    Three-wire PT100 
Bath capacity:     5 liters  
Bath material:     PTFE coated  
Removable bath for emptying  YES 
 
Vapour Temperature 
Working Range °C    [0; 185] 
Accuracy °C     +/- 2 
Resolution °C     0.1 
Temperature sensor    Three-wire 
PT100 
 
Rotation 
Working Range Rpm    [20; 280] 
Accuracy Rpm     +/- 2 
Rotation speed reading    YES 
Resolution Rpm     1 
 
Vacuum Control 
Working Range mbar    [1; 1000] 
Accuracy mbar     ±10mbar 
Resolution mbar     1 
Absolute vacuum reading    YES 
Display      Digital 
Vacuum regulation    YES 
 
Lifting 
Lifting control ON/OFF    YES 
Hydraulic lifting     YES 
 
Interface 
touch screen    YES 

LCD graphic display    3.5"  

Resolution     320 x 240 

pixel 
 
Alarms 
Thermal bath overheat    YES 
Bath temperature exceeding set point  YES 
Soft start rotation    YES 
Rotation speed monitoring   YES 
Security status (rotation,lifting, heating=off)  YES 
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General 
cooler exchange surface (mq)   0.13 
Models available with vertical or slanting, standard or plastic-coated glassware  
Evaporating flasks:    1000ml (optional 50 to 3000ml)  
Collecting flasks     1000ml: (optional 250 to 2000ml)  
Overall dimensions:    690x700x430mm (vertical version)  
Weight:     26,5 Kg (vertical version)  
Overall dimensions:   690x790x430mm (slanting version)  
Weight:     26 Kg (slanting version)  
Voltage:     230 Vac 50Hz /115Vac 60Hz 
Power consumption:    1400W 
 
Operation 
vapours cycle maximum temperature  YES 
vapours cycle minimum temperature  YES 
vapours cycle Temp range   YES 
Method saving and retrieving  YES 
Real-time display of working method  YES 
working method Timer    YES 
manual ramps     YES   
automatic ramps     YES  
 
 


